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ACCESS CONTROL for
residential and commercial
applications

Simple to install and user-friendly,
our solutions are designed to meet
all requirements for access control in
building management.
SimpleKey is available
in 3 ranges, each of which is targeted
at different applications.

- Mifare® Technology -

<X Comelit

Inventing Innovation
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Simpleleybasic

DESIGNED FOR SMALL,
RESIDENTIAL APPLICATIONS

Token management is reduced to an absolute minimum which
makes the tokens simple to use. No programming is required.

Simply connect power to the SimpleKey module and swipe a badge
across the reader. This has created the system master card which you can
now use to validate additional tokens. You can cancel a lost or stolen
token by editing the list in the software application that can be installed
on a PC or by the portable programming device.

For gate automation purpose, the system is available in a 868 MHz
transmitter version. The transmitters are equipped with two pushbuttons
to control two different receivers.

+ 1.500 electronic keys - 500 RF transmitter

« Simple programming by means of Master Card (first token offered
automatically becomes MC)

« NO-NC voltage-free contact with adjustable lock time

« RTE input

- Integrates perfectly into any type of door entry panel

- Stand-alone vandal resistant modules

« Infrared controller required for single key deleting (by entering key
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Key

CONTROL UNIT WITH INTEGRATED READER

SK9000

STAINLESS STEEL ACCESSORIES

3329

3179

SK9040

3330

3316/1

3110/1

SimpleKey Basic management device complete unit-panel mounting

- Stand-alone control unit module + integrated Mifare® reader to insert into Comelit housing «
Watertight PVC housing - Capacity: 1500 tokens - Simple programming by using Master Badge. -
Delivered ready for use. Start-up is initiated when you swipe the first badge over the unused unit. This
becomes the master badge from which you can then add other badges - Adjustable timer lock ouput:
1-60 seconds, preset to 5 seconds « Edit the list of token numbers with portable programmer SK9070 or
software SK9093 to cancel a badge. - 12 - 24V AC/ DC power supply

Powercom module
- Designed to house the SK9000 control unit - Stainless steel module for integration into Powercom units
- Dimensions: 112 x 89.5 x 22 mm

Vandalcom module

- Designed to house the SK9000 control unit - Stainless steel module for integration into Vandalcom
units

- Dimensions: 106 x 106 X 9 mm

Surface-mounted vandal resistant housing
- Stainless steel compact unit in 15/10° - Designed to house the SK9000 complete unit - Secured with 4
anti-vandalism screws (toolkit supplied) - Dimensions: 100 x 100 x 24 mm

Stainless steel facia for surface or flush-mounted housing
- Designed to house the SK9000 complete unit - To be complete with Surface-mounted housing ref.
3316/1 or flush-mounted housing ref. 3110/1

Surface-mounted stainless steel housing
- To be used with facia ref. 3330 - Dimensions: 123 x 123 x 32.5 mm

Flush-mounted PVC back-box
- To be used with facia ref. 3330 - Dimensions: 127 x 127 x 45 mm

SK9050

SK9052

Standard Key fob

Electronic proximity fobs

- Includes an anti-forgery electronic chip « MIFARE technology, 13.56 MHz, ISO 14443A - ABS key fob
format - Dimensions: 61 x 30 x 7 mm. - Life time guarantee

SK9050/ B - blue SK9050/ G - green SK9050/ GO - grey/orange
SK9050/Y - yellow SK9050/ GR - grey/red SK9050/ GG - grey/green
SK9050/ O - orange SK9050/ GB - grey/blue

SK9050/R - red SK9050/ GY - grey/yellow

Credit card token

Electronic proximity badges

- Includes an anti-forgery electronic chip « MIFARE technology, 13.56 MHz, ISO 14443A - ABS key fob
format - Credit card format (85 x 54 x 0.8 mm)




RHF RECEIVERS

SK9010 Stand-alone HF 868 MHz receiver
Control unit + HF receiver

- For opening automatic gates, doors, roller shutters eyc - Capacity: 500 transmitters - 868 MHz
frequency, 100 m range (line of sight) - Integrated antenna - Direct management of receivers with the
help of 3 buttons and 3 digits unit display « Adjustable 1 — 255 second timer « Cancel of a lost transmitter

« 12Vdc power supply « PVC housing dimensions: 55 x 85 x 20 mm

TRANSMITTERS

&

POWER SUPPLY
T 4389 | Power supply for SimpleKey modules
+210/250V ACinput- 12V DC 1.5 A output - 12V AC 300 mA output - Filtered and regulated

- Dimensions: 105 x 90 x 60 mm

SK9060 | 2-channel 868 MHz transmitter
868 MHz transmitter, 2 channels, key fob design, conforms to norm EN 300-220

- Powered by one 3V CR2016 battery « ABS housing with rubber buttons - Operating temperature: -20°C
to +50°C - Weight: 45g - Dimensions: 65.5 x 34 x 13.2 mm

ACCESSORIES

' ) SK9070 Portable programmer
- Enables a token to be cancelled from the reader (by swiping the programmer over the reader)
- Fitted with display and alphanumeric keyboard - Powered by batteries or 240v supply « Supplied with

4 rechargeable batteries and charge

o rEm
et LT
Tepe O

SK9093 PC programming + serial cable
- To program SK9000 complete unit via a portable PC (delete individual fobs, etc.)

- Supplied with a cable for connection to the console and a software CD-ROM

SimpleKeybasic | 5



RS485 Network (optional)
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SK9001
All'in one

£ _12/24
"2 Vac/dc

DESIGNED FOR LARGER RESIDENTIAL

APPLICATIONS

SimpleKey advanced is available as a stand-alone

or a multi-user online version.

Tokens and transmitters are managed with the help of a PC software
application. For maximum ease of installation, the programming essentials
are contained in each token. The software allows you to manage an unlimited
number of buildings with different types of users and access rights.

Simply program the badges with the help of an encoder connected to the PC via
USB, then swipe a resident’s token over the module to complete the programming

process: The location code is recorded.

All subsequent tokens are recorded on the controller when they are first swiped.

Any tokens that need adding or replacing do not require any work on the controller.
In each apartment, key fobs are differentiated by colour.

There is an option to check the event history with a transfer badge, create
permanent or temporary passes, or block the use of a lost token.

Similarly for gate automation purpose, the system allows you to manage 868MHz
radio transmitters. You can differentiate between up to 3 transmitters for each
apartment by changing the colour of the LED after programming. (Transmitter 1:
green, transmitter 2: red, transmitter 3: orange)

+ 1.500 electronic keys — RF transmitter

- Coloured fobs for systems with multiple
fobs per apartment

« Simple programming by means of user-
friendly software and USB encoder

+ Unlimited number of sites

+ Add new fobs without any on-site
intervention

« Replace lost token without any on-site
intervention (new token will automatically
delete the old ones)

« Multi-door system with same access rights
(no network - no programming required)

I
SK9020
Control Unit

RTE
= Vac/dc

button 2

.
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+ Multi-door system with main/
secondary scenario (no network - no
programming required)

- Off-line events recording with transfer
badge (no network required)

» Permanent or temporary multi-site
universal badge for installer

« Lift control device

- Door forced alarm output

« Integrates perfectly into any type of
door entry panel

« Stand-alone vandal resistant modules

+ Readers can be connected to RS485 or

TCP-IP network

RS485/TCP/IP

RS485/USB converter

SK9091
USB Encoder +
Programming

Software

SK9030 - SK9031 - SK9032

Reader




CONTROL UNIT WIT

CONTROL UNIT

REMOTE READER

INTEGRATED READER

SK9001

SK9020

SK9030

SK9031

SK9032

SK9040

SimpleKey Advanced complete unit- panel mounting

- Central stand-alone module + Mifare® reader to insert into Comelit housing - Watertight PVC housing

- Capacity: 1500 badges per module « Programming: Badges encoded using PC software and USB
encoder - Adjustable timer: 1 - 60 seconds, preset to 5 seconds « LED indicator for operation and
diagnostics - Stores the previous 1000 events « Option to have “pass”transmitters and to manage primary
and secondary doors « T entrance and 1 exit alarm « 12 - 24V AC/ DC power supply

SimpleKey Advanced single-door control unit

- Single-door control unit for use with Mifare® readers - Capacity: 1500 badges per module -
Programming: Transmitters encoded using PC software and USB encoder « Adjustable timer: 1 - 60
seconds, preset to 5 seconds « LED indicator for operation and diagnostics « Stores the previous 1000
events - Option to have “pass”badges and to manage primary and secondary doors « 1 entrance and
1 exitalarm«12-24V AC/ DC power supply « PVC housing dimensions: 55 x 85 x 20 mm «To be
completed with remote readers SK9030/5K9031/5K9032

Panel mount reader

- Mifare® reader to insert into Comelit housing - Watertight PVC housing « 2 operation LEDs
- Connected to management unit by 2 wires + power supply - Maximum range 1000 m

- Wiegand output for use with non-Comelit management modules - 12Vdc power supply
- Dimensions: 63 x 108 x 23 mm - To be completed with SK9020 control unit

Internal Surface-mounted reader

- Mifare® to place on Surface « Connected to management unit by 2 wires + power supply « Maximum
range 1000 m - Wiegand output for use with non-Comelit management modules - Secured with 2
screws + rawl plugs - 12Vdc power supply « Grey ABS housing, dimensions: 150 x 45 x 15 mm

- To be completed with SK9020 control unit

Internal Flush-mounted reader

- Mifare® reader provided together with 60 mm diameter circular back box « Supplied with white frame
- Connected to management unit by 2 wires + power supply « Maximum range 1000 m « 12Vdc power
supply + Dimensions: 80 x 80 x 8 mm - To be completed with SK9020 control unit

Powercom module
- Designed to house the SK9001/ SK9030 units management device - Stainless steel module for
integration into Powercom units - Dimensions: 112 x 89.5 x 22 mm

Vandalcom module
- Designed to house the SK9001/ SK9030 units management device - Stainless steel module for
integration into Vandalcom units - Dimensions: 106 x 106 x 9 mm

Surface-mounted anti-vandalism housing
- Seamless concept in 15/10° embossed stainless steel - Designed to house the SK9001/ SK9030 units

management device - Secured with 4 anti-vandalism screws (toolkit supplied) - Dimensions: 100 x 100 x
24 mm

Stainless steel facia for Surface or flush-mounted housing
- Designed to house the SK9001/5K9030units management device - To be complete with Surface-
mounted housing ref. 3316/1 or flush-mounted housing ref. 3110/1




3316/1 Surface-mounted stainless steel housing
- To be used with facia ref. 3330 - Dimensions: 123 x 123 x 32.5 mm

3110/1 Flush-mounted PVC back box
- To be used with facia ref. 3330 - Dimensions: 127 x 127 x 45 mm

TOKENS

SK9050 | Key fob standard badge

Electronic proximity badges

- Includes an anti-forgery electronic chip « MIFARE technology, 13.56 MHz, ISO 14443A - ABS key fob
format - Dimensions: 61 x 30 x 7 mm

SK9050/ B - blue SK9050/ G - green SK9050/ GO - grey/orange
SK9050/Y - yellow SK9050/ GR - grey/red SK9050/ GG - grey/green
SK9050/ O - orange SK9050/ GB - grey/blue

SK9050/R - red SK9050/ GY - grey/yellow

SK9051 Key fob “pass” badge-grey colour

Proximity electronic badges specially designed for access control

- Includes an anti-forgery electronic chip « MIFARE technology, 13.56 MHz, ISO 14443A - ABS key fob
format - Dimensions: 61 x 30 x 7 mm

SK9052 | Credit card badge

Electronic proximity badges

- Includes an anti-forgery electronic chip « MIFARE technology, 13.56 MHz, ISO 14443A - ABS key fob
format - Credit card format (85 x 54 x 0.8 mm)

SK9053 | Credit card transfer badge

For retrieving all events stored on SimpleKey Advanced modules. Simply swipe the badge over the
reader and read the information shown in the software

- 4 KB capacity - Memory capacity for 330 events - Dimensions: 85 x 54 x 0.8 mm

RHF RECEIVER

SK9011 868 MHz radio module

Control unit + HF receiver

- For opening automatic garage doors « Capacity: 1500 transmitters per module « Programming:
Transmitters encoded using PC software and USB encoder - Adjustable timer: 1 - 60 seconds, preset

to 2 seconds « LED indicator for operation and diagnostics - Stores the previous 1000 events - Option
to have “pass”badges and to manage primary and secondary doors « 1 entrance and 1 exit alarm -
Wiegand output for use with non-Comelit management modules - 12Vdc power supply « PVC housing
dimensions: 55 x 85 x 20 mm

SK9013 Mifare module for transferring events

Optional card to connect to the receiver (temporarily or permanently) so that you can use event transfer
cards. SK9053 for events log off-line.

+ 12Vdc power supply « PVC housing dimensions: 55 x 85 x 20 mm

SK9014 | Remote antenna for 868 MHz receiver
- Allows you to increase the radio receiver range « Supplied with Surface mount and 3 m cable




TRANSMITTERS

SOFTWARE

ACCESSORIES

SK9061

SK9062

SK9091

SK9093

SK9070

SK9071

SK9072

SK9073

3-channel 868 MHz radio transmitter

868 MHz transmitter, key fob design, conforms to norm EN 300-220

- Powered by one 3V CR2016 battery « 3 channels: 3rd channel obtained by pushing the 2 pushbuttons
at the same time « ABS housing with rubber buttons - Operating temperature: -20°C to +50°C -

Weight: 45g « Dimensions: 65.5 x 34 x 13.2 mm

3-channel + proximity 868 MHz radio transmitter

868 MHz bi-technology transmitter, key fob design, conforms to norm EN 300-220

- Contains a MIFARE® chip for use with proximity readers - Powered by one 3V CR2016 battery - 3
channels: 3rd channel obtained by pushing the 2 pushbuttons at the same time « ABS housing with
rubber buttons - Operating temperature: -20°C to +50°C « Weight: 45g « Dimensions: 65.5 x 34 x 13.2 mm

Simple Key advanced software + USB encoder

- The encoder connects to the USB port on the management PC, enabling you to encode proximity
badges and radio transmitters as well as manage events - Supplied with installation CD - Software
licence included

PC programming + serial cable
- To program SK9001/5K9020 from a portable PC (date, time, etc.) - Supplied with a cable for connection
to the console and a software CD-ROM

Power supply for SimpleKey modules
+210/250V ACinput - 12V DC 1.5 A output - 12V AC 300 mA output - Filtered and regulated

Portable programmer

- Enables a badge to be cancelled directly from the reader (by swiping the programmer over the reader)
- Fitted with display and alphanumeric keyboard « Powered by batteries or on a 220v power supply
network - Supplied with 4 rechargeable batteries and charger

Lift module (10 relays)

- Connects to management modules by 2 wires + power supply « Allows you to activate one (or more)
temporary output relays to program badges « You can connect up to 10 housings or 100 levels - 12V DC
power supply « PVC housing for DIN rail mounts: 55 x 85 x 20 mm

RS485-TCP/IP module for network connection

Allows you to connect SimpleKey Advanced modules to the local network or internet so that you can do
the following:

- Immediately cancel a lost badge or transmitter

« Retrieve events

- Open doors remotely

- Change settings

RS485-USB module for network connection

Allows you to connect SimpleKey Advanced modules to the local network or internet so that you can do
the following:

- Immediately cancel a lost badge or transmitter

- Retrieve events

- Open doors remotely

- Change settings




Keypro

DESIGNED FOR OFFICES,
INDUSTRIAL SITES,
ADMINISTRATIVE BUILDINGS

SimpleKey pro is available in stand-alone or network version.

Powerful, intuitive, multi users and multi sites, the software
SimpleKey Pro is especially designed to answer the needs of
professional access control.

An ideal solution for the management of large installations
requiring maximum security

Multi technological, single and multi door controllers allow the
management of the electronic proximity tokens, radio frequency
transmitters for Automatic Gates and coded keypads.

SimpleKey Pro modular concept makes it effective for small
installations of some readers as well for larges industrials sites.

Charactéristics:

+ 65.000 electronic keys per site

+ 1000 reader per site

+ Unlimited number of sites

- Stand alone or multi user Software

- Management by user-friendly Software
+ RS485 and/or TCP/IP network

« Anti-passback

« Time profiles

« Groups / zones

« Visitors badge

« Alarm Output

+ On-line events and programming

- Integrates perfectly into any type of door entry panel
» Stand-alone vandal resistant modules

- Internal readers for offices

« Compact Keypad + prox reader

- Lift interface

» Wiegand output




the PRODUCTS

DESCRIPTION BASIC ADVANCED

the PERFORMANCE

DESCRIPTION BASIC  ADVANCED

SK9000  SKBasic complete unit, panel mounting 9 Stand alone unit - program by card or hand held programmer 9
SK9001  SK Advanced complete unit, panel mounting 9 Stand alone unit - program with PC ()
SK9010  Control unit with HF 868 Mhz receiver 9 Stand alone unit - program with PC on Web Server ("]
Sk9011  Control unit with HF 868 Mhz receiver J Integration into Comelit Door Entry Panels (*] (")
SK9013  Transfer module for SK9011 & Sk9012 9 Integration into other Door Entry Panels * J
SK9014  Remote antenna for SK9011 & SK9012 Qo Possibility to have separte control unit from reader 9
$K9020  SK Advanced Single door control unit Q Maximum tokens, cards or transmitters per reader 1500 1500
SK9030 Panel mount Reader Qo Maximum tokens, cards or transmitters per site 1500 65000
SK9031 Wall mounting intemal Reader o Maximum addresable readers per site 255
SK9032  Flush mounting internal Reader 9 868 MHz RHF vehicle access d d
SK9040  S/steel housing for panel mounting complete unit & reader Q Q Lt Control 9
SK9050/B  Token (blue) P @ Deleting of lost tokens via RS 485 or TCP/IP - Network ()
SK9050/6 Token (green) ° ° Deleting of lost tokens via hand held programmer (+] (*]
SK9050/68_Token (grey/blue) ° ° 0ff-line event log - using transfer card (%)
SK9050/G6_Token (grey/areen) ° o On-line event Iobg - N:t\:/folrk with PC& software Q
Maximum number of Off-line events
SK9050/GO  Token (grey/orange) Q 9 ximm nd e ev 1500
Token / card management by Colour (*)
SK9050/GR  Token (grey/red) Q Q
Token / card management by serial no. * ) o
SK9050/GY  Token (grey/yellow) Q 9 T X °
ulti site managemen
SK9050/0  Token (orange)
\J 9 Multi site management by Universal Card [+
SK9050/R  Token (red) Q Qo
Time profiles )
SK9050/Y  Token (yellow) Q Qo . .
roup profiles
SK9051  Token“pass”
P 9 Main and secondary door management 9
SK9052  Plastic proximity card (credit card format) Q (*) arm functions - (.. DoorForced) °
arm functions - (i.e. Door Forcel
SK9053  Transfer card
e Management of readers (Network mode only) Q
SKO060__ HF 868 Mh transmitte 9 Management of readers (Stand alone and Network mode)
SK9061 HF 868 Mhz transmitter Qo Keypad + prosimity it
SK9062  DualTechnology HF 868 Mhz transmitter + Proximity fob o Management of names nto Door Entry Panels 9
SK9070 _ Hand held programmer 9 A Adjustable Lock time / Voltage free contacts 9 (+]
k9071 Liftmodule Q
k9072 RS485-TCP/IP module Q
K073 RS485 - USB converter 9
SK9091 SK Advanced software + USB encoder 9
SK9093  Management software + serial lead 9 )
3179 Vandalcom module for panel mounting complete unit & reader o ("]
3330 S/steel 40x40 plate (to be used with 3316/10r 3110/1) (+] ("]
3329 Powercom module for panel mounting complete unit & reader ] 9 « ;,:
4389 12vcc- 1,5 A power supply J 9 o
3110/1 Embedded box for s/steel plate 3330 o 9 I m p e ( y
3316/1 Surface box for s/steel plate 3330 (*] 9

Access Control by Comelit
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Comelit Group Belgium

2.3 Doornveld 170

1731 Zellik ( Asse)

Tel. +32 (0) 24115099 - Fax +32 (0) 24115097
www.comelit.be - info@comelit.be

Comelit Group Germany GmbH
Brusseler Allee 23- 41812 Erkelenz

Tel. +49 (0) 243190151-23 - +49 (0) 243190151-24

Fax +49 (0) 24319015125
www.comelit.de - info@comelit.de

Comelit Espana S.L.

Josep Estivill 67-69 - 08027 Barcelona

Tel. +34 932 430 376 - Fax +34 934 084 683
www.comelit.es - info@comelit.es

Comelit Immotec

Siege: Parc d'activités Technologiques EUROPARC
3, Allées des Saules - 94042 CRETEIL CEDEX

Tél. +33(0) 143539797

Fax +33 (0) 143 53 97 87

Centre logistique livraisons - commandes

15, Rue Jean Zay - 69800 SAINT PRIEST

Tél. +33(0) 472 28 06 56

Fax+33(0) 47228 83 29

www.comelit.fr - comelit. NH@wanadoo.fr

Via Don Arrigoni 5 - 24020 Rovetta S. Lorenzo - Bergamo - Italy

[GR] Comelit Hellas
9 Epiru str.
16452 Argiroupolis - Athens Greece
Tel. +30210 99 68 605-6
Fax +3021099 45 560
www.comelit.gr - telergo@otenet.gr

Comelit Piemonte

Str. Del Pascolo 6/E - 10156 Torino
Tel. e Fax +39 011 2979330
www.comelit.eu
gino.brucceri@comelit.it
roberto.tani@comelit.it
luca.merlo@comelit.it
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Comelit Sud S.r.l.

Via Corso Claudio, 18

84083 Castel San Giorgio (Sa)

Tel. +39081516 2021

Fax +39 081953 5951
www.comelit.eu- info@comelitsud.it

[IRL] ComelitIreland
Suite 3 Herbert Hall
16 Herbert Street - Dublin 2
Tel. +353 (0) 1619 0204
Fax+353 (0) 1619 0298
www.comelit.ie - info@comelit.ie

[NL]

[PRC]

[S6]

Comelit Group SpA

Comelit Nederland BV
Aventurijn 220-3316 LB Dordrecht
Tel. +31(0) 786511201

Fax +31(0) 786170955
www.comelit.nl

info@comelit.nl

Comelit (Shanghai)
Electronics Co.,Ltd

5 Floor No. 4 Building No.30
Hongcao Road

Hi-Tech Park Caohejing,

Shanghai, China

Tel. +86-21-64519192/9737/3527
Fax +86-21-64517710
www.comelit.com.cn
comelit@comelit.com.cn

Comelit Group

Singapore Representative Office
54 Genting Lane,

Ruby Land Complex

Blk 2, #06-01 - Singapore 349562
Tel. +65-6748 8563

Fax +65-6748 8584
office@comelit.sg

[ UAE ] Comelit Group U.A.E.
Middle East Office
P.0. Box 54433
Dubai U.A.E.
Tel. +9714 2997533
Fax +9714299 7534
Www.scame.ae
scame@scame.ae

[ UK ] Comelit Group UK Ltd
Unit 4 Mallow Park
Watchmead Welwyn
Garden City Herts
AL7 16X
Tel: +44 (0)1707377203
Fax: +44 (0)1707377204
www.comelitgroup.co.uk
info@comelitgroup.co.uk

[ USA ] Comelit Cyrex
250 W. Duarte Rd. Suite B
Monrovia, CA 91016
Tel. +1626 930 0388
Fax +1626 930 0488
www.comelitusa.com
sales@cyrexnetworks.com

Tel. +39 0346 750 011 - Fax +39 0346 71436 - www.comelit.eu - info@comelit.it - www.simplehome.eu
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